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x ENERGIA ENTERPRISES

Ramne asd Adeatns Maseriais & Aotamatsan Sputama

Contactors AC/DC 24V -380V
Auxiliary relay AC/DC 6V -220V
Thermo protection all ranges
Timer relays

Auxiliary contacts

Telemecanique
Schrack Toho
Siemens Tocami
Mitshubishi
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ENERGIA ENTERPRISES

Barine and induairial Malediaby & Anoemaben Syabems

| Cod Description
B-0011 Silicon for engine surface
B-0012 Fuel oil water detector paste
B-0013 ____Anti-humidity spray
Switch battery charger
APMOB24F Battery charger 90 - 220 Vac /24Vde 6 A
APM1212F Baterry charger 90 - 220 Vac / 12Vdc 12 A
APM2512 Battery charger 230 Vac / 12Vdc 25 A
Cod | Description |
B-0001 Plastic insulating tube d: 3 mm
B-0002 Plaslic insulating tube d: 5 mm
B-0003 Plastic insulating tube d: 8 mm
E-0004 Plastic insulating tube d: 9 mm

B-0005 | Thermo insulating tube d: 4,8 mm ﬁ
B-0006 Thermo insulating tube d: 6,4 mm
B-0007 Thermo insulating tube d: 9.5 mm

B-0008 | Thermo insulating tube d: 12,7 mm
E-0009 Thermo insulating ube d: 16 mm

-
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ENERGIA ENTERPRISES
Marine ard Industrial Materials & Automation Sysiams

Fuses and accesories
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x ENERGIA ENTERPRISES
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Syusams

Pins terminals for cables

11
iIne
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x ENERGIA ENTERPRISES

biarine ard induatnal Moterials & Automabicn Syslama

PVC and PVC+metal flexible tubes
W PVC conduits and accesories
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x ENERGIA ENTERPRISES
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Syusams

Analogic panel meter
Current transformers

Analogic indicators for
Volts - Amps and Frequency
Current transformers

Switch for RS
RT
TS
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I ENERGIA ENTERPRISES
Marne snd induwirial M -

Marine cables

We supply all types of marine cables
Cables followed of approval certificates

‘
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x ENERGIA ENTERPRISES

biarine ard imduatnal Moteriais & Auomaios Syeiama

Plastic clips
Insulating tapes

Plastic clips for cables Metal strips tape
10 mm - 914 mm g

Eo |
Insulating tapes .‘-.
-y = & L~

— _ gl
E‘—' _O =3 Base for plastic clips

——

= O j' Vulcan tape
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ENERGIA ENTERPRISES

Bharene and indusirial Maiediais & funpmaben Syelams
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I ENERGIA ENTERPRISES

Manme and indeatne i biatomain E Aulamatsn Syabams

Various halogen projectors
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I ENERGIA ENTERPRISES

Madira amd indusinal Malediais & Auvomainsn Syslama

Various limit switches

@ pizzato cletirien

Passion for Qualirty
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x ENERGIA ENTERPRISES

biarine ard imduacnal Moatoriais & Aumomation Syaiama

Metal panels and accesories
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DOZA CONEXIUNE BRONZ

COMUTATOR NAVAL ETANS
BRONZ

PRIZE TRIPOLARE 3P IP54




STECHER MARTN JAPAN




ILUMINAT NAVAL

CORP ILUMINAT ROTUND BRONZ
100W

CORP ILUMINAT OVAL BRONZ
100°W




I ENERGIA ENTERPRISES

s Matenaiu £ &

Fluorescent lamps

Emergency lights
- = 35 L&d-uri.hcum.l\%ﬁl _Ms.au 1.8Ah_6 ore
EEE Il ot BE oy 1x 8W, Acum. Ni-CD &Y 0.8Ah 1.%: ore
N — Tx 8 W, Acum.Ni-CD_6V 0.8Ah 1.% ore

2x BW, Acum.Pb 6V 4Ah, 1tb:6h 2 th:3h
2x BW, Acum Ni-CD36V, 1tb:6h 2 tb:3h

., 2x 20W, Acum. Pb 6V 4Ah , 1tb:3h 2tb:1.%h
CE - 2 2x20W, Acum Ni-CD 386V, 1tb:6h 2 tb:3h

4-61810
4-818100

Emergency lamps

p——

|

Metal light fixture for bed reading

Metal light fixture for mirror and toillets

- 3

Various fluorescent lamps
1x18W L: 660 mm W: 86 mm h: 90 mm
2x18W L 660 mm W: 136 mm h: 80 mm
1x36W L:1270mm W: 86 mm h: 90 mm
2x36W L2700 mm W: 136 mm h: 90 mm
1x58W LASFOmm W: B6mm h: 90 mm
2x58W LASTOmm W: 136 mm h: 90 mm
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I ENERGIA ENTERPRISES

Masira and indusinal Maleciais & Auiomabnss Syslama

ale

Technical spr CJ OVER
echnical spray o

High temperature 300-600 gr C

Quick drying spray

Colour : gray

Specifications: This is a high quality and long endurance

product suitable for covering metal surfaces which can
withstand high temperatures up to 600 gr C

Net contents: 450 ml

Grease spray

Specifications: This product has high resistance and his quality is
one of the best. It is a long term lubricant which will entire friction’s
up to 150 gr C on metallic surfaces. It is one for lubricating all
metallic mechanisms like sliding doors, windows, aluminium,
bearings, chassis, motorcycles ,and also for any metallic surfaces
that have been rusted.

Net contents: 300 cc : 3 .
Varnish polyurethane insulating varmish
Penetrates throughly even trough multiple layers
of taped coils. Increases dielectric strenght and
leaves a tough oil-resistance film with excellent
adhesion characteristics and non-tracing properties.

Penetrating spray

Specifications:

Fights corrosion. Spray trouble shooter on

tools, metal or chrome to resist troublesome corrosion
Start damp engines. Just spray to plugs, plug leads,
distributor and distributor leads to end trouble starting
Lubricates. For easy lubricates

Penetrates. Trouble shooter's special formula
penetrates everywhere to free rusted metal parts,
nuts and bolts.

—_— s

Net contents : 1000 mi
Constanta 900123 B-dul 1 Mai nr. 1 A Bl H9A Parter Tel. 0341 171491 Fax. 0341 171492
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ENERGIA ENTERPRISES

Marina ars induirial Matediais L Actomaben Sypaname

SC ENERGIA ENTERPRISES is unic importer and distributor
in Romania of Clover Color products.

Technical spray

Polyurethane insulating varnish

Colour: transparent

Specifications : Electro-Insulating varnish of high resistance and
excellent quality. It is suitable for insulation, covering, polishing
and preservation of electro-engines, coils, etc.

Electrical specification

Dry........eeve...... 1000 Volts per Mile

Wet....................7T00 Volts per Mile

MNet contents: 450 mi

sle

C] OVER
COLOR

Polyurethane insulating varnish

Colour: red

| Specifications : Electro-Insulating varnish of high resistance and
excellent quality. It is suitable for insulation, covering, polishing
and preservation of electro-engines, coils, etc.

Electrical specification

Dry................... 1000 Volts per Mile

D Wek s 700 Volts per Mile

Met contents: 450 ml

) Electro cleaner spray

Clover contact cleaner is a no-flash,no-fire solvent for safe
cleaning of all electrical or electronic equiment.

It removes grease, grime, oil, wax, and other dirt speedily.

It evaporates leaving a clean dry surface witch will resist
moisture and corrosion. It has no deleterious action on
insulating materials or windings. It is the safest of all cleaners.

Met contents: 450 ml
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ENERGIA ENTERPRISES

ldwrma 38 et e & dstomafes e

Normal transformers
Toroidal transformers

CT-100 Transformer 115 V! 24 V
CT-100 Transformer 230 V! 24 V
CT-100 Translomer 400 V/ 24
CT-100 Transformer 440 v/ 24 V
CT-160 Transformer 113 VI 24 V
CT-160 Transformer230 W/ 24 V
CT-160 Transfomer 400 v/ 24 V
CT-160 Transformer 440 V! 24
CT-200 Transformer 230 W/ 24 V

For more details about differential range and outputs please contact our sales department
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EHEHGIA ENTERPRISES

-------- d indusirial Malensts £ fuiemabsn Spsbama

PNEUVWVISSION

AIR PRESSURE REGULATORS

CODE /TYPE DESCRIPTION
QTY¥H-15 AIR PRESSURE REGULATOR 0-40BAR 4"

AIR REGULATORS

CODE ! TYPE DESCRIPTION

AR3000-02 AIR REGULATOR D"

AIR FILTER REGULATOR

[ CODE/TYPE DESCRIPTION
AIR FILTER REGULATOR WITH ROUND GAUGE , PLASTIC
AW3000-02 FILTER ELEMENT O"
AIR FILTER
[ CODE/TYPE DESCRIPTION
AF3000-02 AIR FILTER 0" WITH PLASTIC FILTER ELEMENT

AUTO DRAIN FILTER

CODE/TYPE DESCRIPTION
AD400-15 AUTO DRAIN FILTER DO~

For more details about differential range and outputs please contact our sales department
Constanta 900123 B-dul 1 Mai nr. 1 A Bl H9A Parter Tel. 0341 171491 Fax. 0341 171492



x ENERGIA ENTERPRISES

Masirs ard induatnal Materiais & Aomaiben Syslams

PNEUVWVIISSION

LUBRICATOR
CODE |/ TYPE DESCRIPTION
AL3000-02 AlR LUBRICATOR O

PRESSURE GAUGE

CODE /| TYPE DESCRIPTION
GS-011.5030CSBA18 PRESSURE GAUGE 1.5", CONN:1/8 , 0-2BAR
G5-011.5030C5B018 PRESSURE GAUGE 1.5", CONN:1/8 , 0-2BAR

BOTTOM PORT POSITION

35-011.516055B014 PRESSURE GAUGE 1.57, CONN:1/8 , 0-11BAR
BACK PORT POSITION GLYKERINE

AIR ACTUATED VALVE
CODE/TYPE DESCRIPTION
3AZ10NCOE AIR ACTUATED VALVE 3/2, CONN:1/4'
NORMALLY OPEMN

T
-

NAMUR VALVE
CODE/TYPE DESCRIPTION
4M 310-08 MAMUR VALVE 5/2 CONN: 1/4 " NO COIL

For more details about differential range and outputs please contact our sales department
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ENERGIA ENTERPRISES

Madirs and irdusirial Maissiais L Ausamation Systems

SOLENOID VALVE

CODE f TYPE DESCRIPTION
4V 210-NO-08 SOLENOID VALWVE 5/2, CONN:1/4™
NORMALLY OPEN
AV210-NC-08 SOLENOID VALVE 5/2, CONN:1/4°
: NORMALLY CLOSED
5404-04 SOLENOID VALVE 2/2, CONN: 1/2 " HIGH PRESSURE
NORMALLY CLOSED
5404-06 SOLENOID 2/2, CONMN: 3/4 " VALVE HIGH PRESSURE
NORMALLY CLOSED
2W025-08 SOLENOID VALVE 2/2, CONN: 1/4
NORMALLY CLOSED BRASS BODY
2W025-06 SOLENOCID VALVE 2/2 CONN: 1/8
NORMALLY CLOSED BRASS BODY
HAND ROTARY VALVE
CODE/TYPE DESCRIPTION
4HV230C-08 HAND ROTARY VALVE
COILS
CODE | TYPE DESCRIPTION
2W-COIL-1 -24 COIL 24VDC FOR 2W025 -08
2W-COIL-1 -24 COIL 110VAC FOR 2W025 -08
COIL FOR VALVE
CODE / TYPE DESCRIPTION
5404- COIL COIL 24vDC FOR 5404
5404- COIL COIL 110VAC FOR 5404
5404- COIL COIL 220V AC FOR 5404
COIL FOR VALVES
CODE/TYPE DESCRIPTION
5404- COIL COIL 24VDC FOR 5404
5404- COIL COIL 110VAC FOR 5404
5404- COIL COIL 220vAC FOR 5404

For more details about differential range and outputs please contact our sales department

PNEUMIISSION
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ENERGIA ENTERPRISES

Manrs and indusirial Mazerais B Aulomalios Syeiars

Darfith

PRESSURE SWITCH RT

CODE/TYPE

DESCRIPTION

017-5215
RT121

PRESSURE SWITCH
SETTING RANGE: -1...0 BAR
MAX OPERATING PRESSURE : T BAR
PRESSURE CONNECTION: G3/8

PRESSURE SWITCH KPS

CODE/TYPE

DESCRIPTION

060-3110
KPS31

PRESSURE SWITCH
SETTING RANGE: 0...2,5 BAR
ADJUSTABLE/FIXED DIFFERENTIAL : 0,1 BAR
PRESSURE CONNECTION: G1/4

PRESSURE SWITCH KPI AND KP

& [ CODE/TYPE

DESCRIPTION

e
m 060-1217
KPI35

FRESSURE SWITCH
SETTING RANGE: -0.2...8 BAR
ADJUSTABLE DIFFERENTIAL: 0.4...1,5 BAR
PRESSURE CONNECTION: G1/4

PRESSURE SWITCH MBC 5000

CODE | TYPE

DESCRIPTION

06182009
MBCS000

PRESSURE SWITCH
SETTING RANGE: -0.2...1 BAR
DIFFERENTIAL: 0,15...1,18 BAR
PRESSURE CONNECTION: G1/4

PRESSURE SWITCH MBC 5100

CODE/TYPE

DESCRIPTION

06182005
MBCS5000

PRESSURE SWITCH
SETTING RANGE: -0.2...1 BAR
DIFFERENTIAL: 0,15...1,18 BAR
PRESSURE CONMMECTION: G1/4 + FLANGE

TEMPERATURE SWITCH RT

CODE / TYPE

DESCRIPTION

017-5077
RT10

THERMOSTAT WITH CYLINDRICAL REMOTE SENSOR

SETTING RANGE: -60...-25° C
CAPILLARY LENGTH 2M

For more details about differential range and outputs please contact our sales department
Constanta 900123 B-dul 1 Mai nr. 1 A Bl H9A Parter Tel. 0341 171491 Fax. 0341 171492




ENERGIA ENTERPRISES

Blaian and ndusirial Manediain & fonemaben Syslams

[===ControlAirinc.= =

INSTRUMENT AIR / FILTER REGULATOR

CODE/TYPE DESCRIPTION
300 - BD FILTER REGULATOR PORT SIZE: 4"
OUTPUT RAMGE: 0-10 PSI { 0 — 0.6BBAR)

STAINLSESS STEEL FILTER REGULATOR

CODE/TYPE _ a DESCRIPTION
350 — BA STAINLESS STEEL FILTER REGULATOR PORT SIZE : W"
OUTPUT RANGE: 0.5- 30 PSI { 0-2 BAR)

AIR PRESSURE REGULATOR

CODE / TYPE DESCRIPTION
100 — AA, AlR PRESSURE REGULATOR PORT SIZE: 1/87
OUTPUT RANGE: 2-40 PSI{ 0.1-2.75BAR)
PRECISION AIR RELAY g
CODE/ TYPE DESCRIPTION
200 — BC AlR RELAY PORT SIZE: 1/4"
QUTPUT RANGE: 2-120P3I (0.1-8BAR)

For more details about differential range and outputs please contact our sales department ﬁ
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ENERGIA ENTERPRISES

bdarine and indusirial Malensty £ Suismabsn Systama

[===ControlAirinc. - =

RATIO RELAY VOLUME BOOSTER

CODE /TYPE DESCRIPTION i
RATIO RELAY VOLUME BOOSTER 1:1
SENSITIVITY, INCHES WATER (CM): .25(.64)
RATIO ACCURACY — OF OUTPUT SPAN 1.0

G00-84A ZEROQ ERROR — OF QUTPUT SPAN 2.0
EFFECT OF SUPPLY PRESS. CHANGE OF 50PSI : 0.1FSI
PORT SIZE : 14
ELECTROPNEUMATIC TRANSDUCER
CODE / TYPE . DESCRIPTION
500—AA TRANSDUCER /P, E/P INPUT SIGNAL: 4-20Ma
QOUTPUT RANGE: 0.2-0.6BAR,
EXPLOSION-PROOF I/P TRANSDUCER
CODE | TYPE DESCRIPTION
950-AC 1P TRANSDUCER INFUT SIGMNAL: 4-20Ma
QUTPUT: 0.2 - 1.0 BAR

ﬁ For more details about differential range and outputs please contact our sales department
Constanta 900123 B-dul 1 Mai nr. 1 A Bl H9A Parter Tel. 0341 171491 Fax. 0341 171492



ENERGIA ENTERPRISES

Bharene and indusirial Maiediain & fonsmaben Syslams

Danfolt

TEMPERATURE SWITCH KP

e

CODE / TYPE DESCRIPTION &
060L1212 THERMOSTAT h ?
KP75 SETTING RANGE: 0-40 °C T
CAPILLARY LENGTH ROOM SENSOR ( )

S

i

TEMPERATURE SWITCH KPS

CAPILLARY TUBE 2 M ARMED

CODE / TYPE DESCRIPTION
060L3112 THERMOSTAT
KPSTE SETTING RANGE: -10+30°C

PRESSURE TRANSMITTER MBS3000

CODE !/ TYPE DESCRIPTION
PRESSURE TRANSMITTER
0B0G1113 PRESSURE RANGE: 0 ...1 BAR
MBS3000 QUTPUT SIGNAL: 4-20mA,

PRESSURE CONNECTION: G1/4

o
PRESSURE TRANSMITTER MBS4500
CODE | TYPE DESCRIPTION
PRESSURE TRANSMITTER
060G2401 PRESSURE RANGE: 0 ...1 BAR
MBS4500 QOUTPUT SIGNAL: 4-20mA
PRESSURE CONNECTION: G1/2

PRESSURE TRANSMITTER EMP 2

CODE/TYPE DESCRIPTION ! -
PRESSURE TRANSMITTER \
08452103 FPRESSURE RANGE: 0-1BAR
EMP2 OUTPUT SIGNAL: 4-20mA, r
PROCESS CONNECTION: G1/2

For more details about differential range and outputs please contact our sales department
Constanta 900123 B-dul 1 Mai nr. 1 A Bl H9A Parter Tel. 0341 171491 Fax. 0341 171492
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ENERGIA ENTERPRISES

Masira asd induatnal Mateciais & Automaien Syslams

FLOAT SWITCHES

CODE / TYPE DESCRIPTION
Float Leval Switches
RFS-2-1 Initial contact resistance = 150m (Max.)
Max. contact capacity = 10VA DC/AC
Switching voltage = 200V DC
FLOAT SWITCHES
CODE / TYPE DESCRIPTION
Float Level Switches
RFS4-1 Initial contact resistance = 150mW (Max.)
Max. contact capacity = 10VA DCIAC
Switching vnltagﬁ = 2000 DC Max. voltage = 100V DC/AC
FLOAT SWITCHES
CODE |/ TYPE _DESCRIPTION
Float Level Switch
RFS6-1 Initial contact resistance = 150mW {Max.)
Max. contact capacity = 10VA DC/AC
Switching voltage = 200V DC Max. voltage = 100V DC/AC
FLOAT SWITCHES
CODE / TYPE DESCRIPTION
Float Level Switch
RFS8-1 Initial contact resistance = 150mW (Max.)
Max. contact capacity = 10VA DCFAC
Switching voltage = 200V DC Max. voltage = 100V DC/AC
FLOAT SWITCHES
CODE / TYPE DESCRIPTION
Max. contact capacity = 10VA DC/AC
RF59-1 Initial contact resistance = 150m (Max.)
Sw'rh:hing mltagﬂ = 2000 DC Max. mltage = 100% DC/AC
FLOAT SWITCHES
CODE !/ TYPE DESCRIPTION
Max. contact capacity = 10vVA DC/AC
RFS11A-1 Initial contact resistance = 150m  (Max.)

Switching voltage = 200V DC Max. voltage = 100V DC/AC

T T TR Ry

For more details about differential range and outputs please contact our sales department
Constanta 900123 B-dul 1 Mai nr. 1 A Bl H9A Parter Tel. 0341 171491 Fax. 0341 171492




ENERGIA ENTERPRISES

Bharene and indusirial Maisdiain & funemaben Syslams

PNEUMATIC DIFFERENTIAL PRESSURE TRANSMITTER

CODE/TYPE DESCRIPTION

PNEUMATIC DIFFERENTIAL PRESSURE
TRANSMITTER RANGE: 0-20" TO 0-250" W.G
MIDDLE RANGE: 0-250" W.G
AIR SUPPLY PRESSURE: 20PsI
CONMMECTIONS: G1/4 OR G1/2 NPT FEMALE,
WELD TYPE G1/2 SCH.BO

DPT250

PNEUMATIC DIFFERENTIAL PRESSURE TRANSMITTER

CODE / TYPE DESCRIPTION

PNEUMATIC DIFFERENTIAL PRESSURE
TRANSMITTER RANGE: 0-5" TO 0-25" W.G
MIDDLE RANGE: 0-25" W.G
QUTPUT SIGMAL: 3-15 PSI (0.20-1BAR)
CONMECTIONS: G1/4 OR G1/2 NPT FEMALE,
WELD TYPE G1/2 SCH.80

DPT25

THREE VALVE FORGED MANIFOLD

CODE /TYPE DESCRIPTION |
THREE VALVE FORGED MANIFOLD T
RATING: 6000 P.5.1
3450 FLANGED 180° CONNECTION WITH G1/4 NPT-F , <
DRAIN CONM. IN-OUT FLANGED 3TD
MATERIAL: CARBOMN STEEL

€

For more details about differential range and outputs please contact our sales department
Constanta 900123 B-dul 1 Mai nr. 1 A Bl H9A Parter Tel. 0341 171491 Fax. 0341 171492
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ENERGIA ENTERPRISES

Masira asd induatnal Mateciais & Automaien Syslams

DIGITAL MANOMETERS

DESCRIPTION

LEO2 (-1+3})

DIGITAL MANOMETER 59X95X32mm
PRESSURE RANGE: -1...3 BAR OVERPRESSURE: 10BAR
ACCURACY: 0.1%FS TYP. 0.2F5 MAX
OPERATING TEMP: -20...70°C/0...50"C
SUPPLY: 3V BATTERY
PRESSURE CONN: 7/16"-20UNF { G1/4 )

DIGITAL MANOMETERS

CODE/TYPE

DESCRIPTION

LEO1 (-1+3)

DIGITAL MANOMETER 76X118X42mm
PRESSURE RANGE: -1...3 BAR OVERPRESSURE: 10BAR
ACCURACY: 0.2%

OPERATING TEMP: -20...70°C/0...50°C
SUPPLY: 3V BATTERY
FRESSURE CONN: G1/4

DIGITAL MANOMETERS

CODE | TYPE

DESCRIPTION

ECO1 (-1+30)

DIGITAL MANOMETER 59X95X32mm
PRESS. RANGE: -1...30 BAR OVERPRESSURE: 10BAR
ACCURACY: 0.1%FS TYP. 0.2F5 MAX
OPERATING TEMP: -20...70°C/0...50°C
SUPPLY: 3V BATTERY
FPRESSURE COMNN: 7M16"-20UNF { G1/4 )

CODE / TYPE

HUND PUMP

DESCRIPTION

K/P/-0.85...25BAR

HAND PUMP -0.85...25BAR

CAPACITIVE TRANSMITTER

DESCRIFTION

CAPACITIVE PRESSURE TRANSMITTER
PRESSURE RANGE: 10mBAR
SUPPLY: 8...48VDC, 2-wire
ANALOG OUTPUT: 4...20méA,
OPERATING TEMP: -20...80°C
PRESSURE CONN.: G1/4 MALE

FLAME PROOF PRESSURRE TRANSMITTER

DESCRIPTION

. CODE / TYPE
o Y .
Lot
B e PR-41X/10mBAR
o
w
e
]
m -—————
x *' CODE / TYPE
:-"'
\ f. : PD-23 Ed

PRESSURE TRANSMITTER
FPRESSURE RANGE: -1...2 BAR
SIGNAL OUTPUT: 4-20Ma
SUPPLY: 10...28VDC

For more details about differential range and outputs please contact our sales department
Constanta 900123 B-dul 1 Mai nr. 1 A Bl H9A Parter Tel. 0341 171491 Fax. 0341 171492
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SIGNALE THE BEST

ENERGIA ENTERPRISES

[P LI

R/l TRANSMITTER -

CODE / TYPE DESCRIPTION 1 I 1 I e

2202- -D Pt10, Ni100, R SUPPLY:24V DC i . i ai .
ISOLATION AMPLIFIER : -

CODE/TYPE | DESCRIPTION 1 i E l i H

2204- -D ISOLATED INPUT, SUPPLY 24VDC i e i 5 i "
SWITCHMODE POWER SUPPLY ' i -

CODE / TYPE DESCRIPTION
22208 ISOLATED TWSUPPLY 110VAC

SWITCHMODE VOLTAGE REGULATOR

DC TRIP AMPLIFIER

CODE [/ TYPE

DESCRIPTION

2237- -A

DC TRIP AMPLIFIER , SETPOINT NOTCH
1 RELAY OUTPUT , SUPPLY 24VDC

CODE / TYPE DESCRIPTION f ]i I I ﬁ
2229 AC/DC INPUT, 40W i_ial ’
SWITCHMODE POWER SUPPLY = '
CODE J TYPE DESCRIPTION | ] E I I ﬁ
2222A] ISOLATED 48W/24V, SUPPLY 115VAC i . i al '
VALVE CONTROLLER -
CODE / TYPE DESCRIPTION
2224-1A T CHANNEL , SUPPLY 12VDC
AC/DC TRIP AMPLIFIER
CODE / TYPE DESCRIPTION 1 'EI i H
22310 ISOLATED -2 RELAY OUTPUT, 24VDC SUPPLY LlLLL

JLE] 8

i Matariais 4 Auaomabes Syalama

Eled trovie s
_—
BIGNALE THE BEST

For more details about differential range and outputs please contact our sales department
Constanta 900123 B-dul 1 Mai nr. 1 A Bl H9A Parter Tel. 0341 171491 Fax. 0341 171492
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ENERGIA ENTERPRISES

Miarine snd indusirinl Maisdiais £ fonemabsn Spebams

PROGRAMMABLE R/l TRANSMITTER

CODE / TYPE

DESCRIPTION

51024

1 CHANNEL, Pt100, Ni100, R , SUPPLY:24VDC

2-WIRE PROGRAMMAELE TRANSMITTER

CODE/TYPE

DESCRIPTION

5131AA

1 CHANNEL, RTD,TC,MA, MV, V, R, SUPPLY:7.5...35VAC/DC

DISPLAYS

CODE/TYPE

DESCRIPTION

5514A1A RTD, TC, Mv, R, 2 RELAYS, 48x86mm SUPPLY 115VAC
FUEL OIL CONTROLS
CODE/TYPE DESCRIPTION
LAL1.25 ELECTRONIC FUEL OIL CONTROL FOR HIGH CONSUMES
BASE FOR ELECTRONIC FUEL OIL CONTROL
SR TUEN FOR HIGH CONSUMES
FUEL OIL CONTROLS
[ CoDE/TYPE DESCRIPTION

[LOAZ24.171B27

ELECTRONIC FUEL OIL CONTROL FOR LOW CONSUMES

FUEL OIL CONTROLS

CODE/TYPE DESCRIPTION
LAE1/1355 ELECTRONIC FUEL OIL CONTROL

FOR MEDIUM AND HIGH CONSUMES

For more details about differential range and outputs please contact our sales department
Constanta 900123 B-dul 1 Mai nr. 1 A Bl H9A Parter Tel. 0341 171491 Fax. 0341 171492




ENERGIA ENTERPRISES

Miarne snd indusirial Maisdiais & Auviemabsn Syelams

MAGNETIC FLOAT LEVEL SWITCHES

CODE/TYPE DESCRIPTION
LEVEL SWITCH STANDARD VERSION
CONN: SQUARE FLANGE
NIVOMAG ARM LEMGTH L OR Z PROFILE
MKEA-210-4L ( SPECIFY DIMENSIONS WHEN ORDERING )

POWER SUPPLY: 24,110,230VAC
TEMPERATURE: -20 *C TO +200°C
MAX PRESSURE : 16 BAR

MAGNETIC FLOAT LEVEL SWITCHES

CODE//TYPE DESCRIPTION

LEVEL SWITCH VERTICAL FLOAT ARM
COMNN: SQUARE FLANGE
ARM LENGTH L OR Z PROFILE
MEKA-230 { SPECIFY DIMENSIONS WHEN ORDERING )
POWER SUPPLY: 24,110,230VAC
TEMPERATURE: -20 °C TO +200°C
MAX PRESSURE : 16 BAR

PLASTIC FLOAT LEVEL SWITCHES

CODE / TYPE DESCRIPTION
NIVOFLOAT PLASTIC FLOAT LEVEL SWITCH
NLN-105 NEOPRENE ,
CABLE LENGTH: 5M

MULTI-POINT MAGNETIC FLOAT SWITCHES

CODE / TYPE DESCRIPTION
CONDUCTIVITY LEVEL SWITCHES
MNIVOCONT 2-PROBES + REFERENCE ELECTRODE
KSH-202 Process Connection: 134"

Approvals: ATEX 2 ' D IPEST
Output: Relay or electronic switch

MAGNETIC FLOAT LEVEL SWITCHES

CODE |/ TYPE DESCRIPTION
NIVOPOINT MAGNETIC FLOAT SWITCH
MRA-105-3 PROCESS CONMNECTION: 1" BSP / NPT

1 SWITCH

For more details about differential range and outputs please contact our sales department
Constanta 900123 B-dul 1 Mai nr. 1 A Bl H9A Parter Tel. 0341 171491 Fax. 0341 171492



ENERGIA ENTERPRISES

Madira amd indusinal Malediais & Auvomainsn Syslama

FUEL OIL CONTROLS

CODE/TYPE DESCRIPTION
LAE10 FLAME CONTROL
PHOTO CELLS
CODE/TYPE | DESCRIPTION

QREB1B-ADGEB70B

PHOTO CELL FOR FLAME CONTROL HIGH SENSITIVES

PHOTO CELLS

CODE !/ TYPE

DESCRIPTION

RAR 7

PHOTO CELL FOR FLAME CONTROL

CODE/TYPE

MAGNETIC FLOAT LEVEL SWITCHES

DESCRIPTION

NIVOMAG MKA-
210

LEVEL SWITCH STANDARD VERSION
CONN: SQUARE FLANGE
POWER SUPPLY: 24,110,230VAC
TEMPERATURE: -20 *C TO +200°C
MAX PRESSURE : 16 BAR

CODE/TYPE

MAGNETIC FLOAT LEVEL SWITCHES

DESCRIPTION

NIVOMAG MKA-

LEVEL SWITCH STANDARD VERSION
PROCESS CONN: DN 80 PN 40, STEEL
FPOWER SUPPLY: 24,110,230VAC

21 TEMFPERATURE: -20 *C TOQ +200°C
MAX PRESSURE : 16 BAR
MAGNETIC FLOAT LEVEL SWITCHES
CODE | TYPE DESCRIPTION
LEVEL SWITCH UNDERWATER
PROCESS CONN: SQOUARE FLANGE
NWD"L':? ML POWER SUPPLY: 24,110,230VAC

TEMPERATURE: -20 °C TO +200°C
MAX PRESSURE : 16 BAR

For more details about differential range and outputs please contact our sales department
Constanta 900123 B-dul 1 Mai nr. 1 A Bl H9A Parter Tel. 0341 171491 Fax. 0341 171492




ZENER BARRIER

CODE / TYPE

RDAQ-1

ZENER BARRIER,

SAFETY PARAMETER 27 8V / Fém A
2CHANNEL / 410 LINE RESISTANCE
HOWOREING VOLTAGE

26 5PEAK VOLTAGE

EDAQ-2

ZENER. BAREIER,

SAFETY PARAMETER 3V / 300mA
JCHANNEL / 2 LINE RESISTAMCE
06 WORKING VOLTAGE

L0 PEAK VOLTACE

RDAQ-3

ZENER BAFRRIER.

SAFETY PARAMETERIZ.6V / 432mA
3CHANNEL / 64 LINE RESISTANCE
2L0WORKING VOLTAGE

27.5 PEAK VOLTAGE

RDAQ4A

ZENEF. BARRIER

SAFETY PARAMETER 278V / TémA
ACHANNEL / 10 LINE RESISTANCE
2L 0WORKING VOLTAGE

T AFEAK VOLTAGE

EDAGB

ZENEF. BAFFIER

SAFETY PARAMETER. 27.8V / TémA
ACHANNEL / 410 LINE RESISTANCE
24 WORKING VOLTAGE

IR FEAK VOLTAGE

PRESSURE TRANSMITTER

CODE ~ TYPE

RDLY-1

RDLY-2

RDLY-3




